LONGS PEAK WATER DISTRICT

DISTRICT SPECIFICATION DETAIL DRAWING

GALV. VENT PIPE MIN.
SCREEN 36" ABOVE GRADE

CASTINGS INC. 16"
TRAFFIC RATED LID
MODEL # CI-70—16

g}% GROUND LEVEL
R R

DFW PLASTICS INC.
————————20"X24X36
HW WHITE METER PIT

2" GALV. PIPE 1" GALV. PPE [ SHUTOFF KEY (PERMANENT)

& FITTINGS =

1" BRASS ELL

|
1" BRASS
NIPPLE

/1" AR VALVE PER SPECS.

BRASS NIPPLES

LN
\J
2" PVC SLIP COUPLINGS J

DRAIN HOLE +4

7 1" CURB STOP PER SPECS.
/_ WITH SHUTOFF KEY ATTACHED

BRASS ELL

BRASS
NIPPLE

PACK JOINT
FITTING

> s ogfco TS ) 7 CORP STOP

|—°°Oo?:°o o o o © oCSs o
12" DEPTH OF j

3/4°-1 1/2" ROCK

BRICK OR CONCRETE BRASS NIPPLE

SDR 9 200 PSI POLY
NOTES:

ALL TAPPING SADDLES, VALVES, AIR-VAC VALVES, FITTINGS AND PIPE SHALL
CONFORM TO LONGS PEAK WATER DISTRICT SPECIFICATIONS. NO
SUBSTITUTES OF "EQUALS” TO BE PERMITTED WITHOUT WRITTEN APPROVAL BRASS TAPPING SADDLE
FROM THE LPWD. 17 OUTLET

WATER MAIN

ALL INSTALLATIONS TO BE INSPECTED BY LPWD BEFORE BACKFILL.
DISTANCE FROM WATER MAIN TO VENT PIPE SHALL BE FIELD FIT.

27 AND SMALLER AIR-VAC
ASSEMBLY — OFFSET ACCESS
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